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of similar design for which manufac-
turer’s recommended procedures are
available. You must submit a signed
statement in the Notification of Com-
pliance Status report that indicates
that you conducted startups and shut-
downs according to the manufacturer’s
recommended procedures or procedures
specified for a boiler of similar design
if manufacturer’s recommended proce-
dures are not available.

[76 FR 156591, Mar. 21, 2011, as amended at 78
FR 7508, Feb. 1, 2013]

CONTINUOUS COMPLIANCE REQUIREMENTS

§63.11220 When must I conduct subse-
quent performance tests or fuel
analyses?

(a) If your boiler has a heat input ca-
pacity of 10 million British thermal
units per hour or greater, you must
conduct all applicable performance
(stack) tests according to §63.11212 on a
triennial basis, except as specified in
paragraphs (b) through (d) of this sec-
tion. Triennial performance tests must
be completed no more than 37 months
after the previous performance test.

(b) When demonstrating initial com-
pliance with the PM emission limit, if
your boiler’s performance test results
show that your PM emissions are equal
to or less than half of the PM emission
limit, you do not need to conduct fur-
ther performance tests for PM but
must continue to comply with all ap-
plicable operating limits and moni-
toring requirements. If your initial
performance test results show that
your PM emissions are greater than
half of the PM emission limit, you
must conduct subsequent performance
tests as specified in paragraph (a) of
this section.

(c) If you demonstrate compliance
with the mercury emission limit based
on fuel analysis, you must conduct a
fuel analysis according to §63.11213 for
each type of fuel burned as specified in
paragraphs (c¢)(1) and (2) of this section.
If you plan to burn a new type of fuel
or fuel mixture, you must conduct a
fuel analysis before burning the new
type of fuel or mixture in your boiler.
You must recalculate the mercury
emission rate using Equation 1 of
§63.11211. The recalculated mercury

§63.11221

emission rate must be less than the ap-
plicable emission limit.

(1) When demonstrating initial com-
pliance with the mercury emission
limit, if the mercury constituents in
the fuel or fuel mixture are measured
to be equal to or less than half of the
mercury emission limit, you do not
need to conduct further fuel analysis
sampling but must continue to comply
with all applicable operating limits
and monitoring requirements.

(2) When demonstrating initial com-
pliance with the mercury emission
limit, if the mercury constituents in
the fuel or fuel mixture are greater
than half of the mercury emission
limit, you must conduct quarterly
sampling.

(d) For existing affected boilers that
have not operated since the previous
compliance demonstration and more
than 3 years have passed since the pre-
vious compliance demonstration, you
must complete your subsequent com-
pliance demonstration no later than
180 days after the re-start of the af-
fected boiler.

[78 FR 7508, Feb. 1, 2013]

§63.11221 Is there a minimum amount
of monitoring data I must obtain?

(a) You must monitor and collect
data according to this section and the
site-specific monitoring plan required
by §63.11205(c).

(b) You must operate the monitoring
system and collect data at all required
intervals at all times the affected
source is operating and compliance is
required, except for periods of moni-
toring system malfunctions or out-of-
control periods (see §63.8(c)(7) of this
part), repairs associated with moni-
toring system malfunctions or out-of-
control periods, and required moni-
toring system quality assurance or
quality control activities including, as
applicable, calibration checks, required
zero and span adjustments, and sched-
uled CMS maintenance as defined in
your site-specific monitoring plan. A
monitoring system malfunction is any
sudden, infrequent, not reasonably pre-
ventable failure of the monitoring sys-
tem to provide valid data. Monitoring
system failures that are caused in part
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